TOTAL HYGIENE LIMITED


Supply and Installation Terms and Conditions
Supply Only

Clos-O-Mat Automatic WC/shower toilet(s) incorporating flushing, warm-water washing and hot-air drying, all in accordance with our published specification, including standard douche, packing, delivery and commissioning after installation.  Unit is suitable for ‘p’ or ‘s’ trap soil connection.                                   

IMPORTANT NOTICE - It is essential to establish a minimum of 8litres of cold water supply per minute to the Clos-O-Mat at all times. Anything less can potentially effect the operation of the unit.

Installation Criteria “Samoa”

Where the soil connection entrance to the WC is via the right hand side or incorrectly sited, then it may be necessary to site the WC away from the rear wall encapsulating the space to protect the rear of the Clos-o-Mat.

Installation Criteria “Palma Vita”

Where there is the passage of any obstacles at the rear of the unit i.e. pipes etc then provisions will be necessary to encapsulate those items (infill panel available on request).

Installation Procedure for Clos-o-Mat Automatic WC/Shower toilet

Installation in accordance with our published specification, including douche as specified. Disconnect and remove existing conventional WC in order to fit in its place Clos-o-Mat Automatic WC (we cannot guarantee that the existing WC will be removed intact).  Supply and connect necessary services to the new unit i.e. cold water supply; soil/waste service; appropriate electrical service (via suitable fused spur outlet).  All installation work to be carried out in accordance with the recommendations of our installation manual.  Unit to be fully tested and commissioned on completion of work.

Please note:

· This quotation does not include for reinstatement of décor should this be necessary, ie. decoration, tiling, floor surfaces, pipework boxing, etc.

· If the provision of an ECA Electrical certification is not suitable then this must be identified at the time of order and may be subject to additional costs.

· Our quotation is based on connecting the equipment to the existing electrical installation and we do not accept responsibility for any defects on existing electrical services of the property.

Installation criteria for Aerolet Lifter Range

Supply and site over current WC to manufacturers recommendations and in accordance with Total Hygiene installation procedure. The electrical connection is solely the responsibility of the client unless asked for at time of quotation.

Installation Criteria for the Lima Lifter Range

Supply of any of the Lima Lifter range does not include for installation unless requested at the time of quotation.  It is essential that the soil connection for any of the Lima Lifter range is through the floor and at 90mm centre from the rear wall. Please see installation manual for further information.

Blue Wave Support System with Samoa

Only the larger of the two models is compatible.  The bolt-on support bracket requires modification to enable it to fit the Clos-o-Mat.

Blue Wave Support Systems with Palma Vita

The Blue Wave support systems (bolt-on and mobile) are compatible with Palma Vita.  The bolt-on support requires a special mounting bracket to be fitted to the Clos-o-Mat.  The mobile support requires a single extended douche arm fitting to the Clos-o-Mat.  Both supports require a touch sensitive hand switch to be fitted to the unit.

Columbia/Chailey Support Seats – are compatible with Samoa Clos-o-Mat.

Columbia (Low, Medium and High Back)/Chailey (Large and Extra Large) Support Systems 

When used in conjunction with integrated fold-down arms and mounting bracket the above support are compatible with Palma Vita Clos-o-Mat.
Shower Chairs

Where a shower chair has been specified we would draw your attention to our shower chair compatibility leaflet where applicable.  Please confirm with ourselves shower chair compatibility prior to ordering.

FOR SPECIAL ORDERS PLEASE NOTE THERE MAY BE A DELIVERY DELAY
Bank House, 182-186 Washway Road, Sale, Cheshire M33 6RN

Telephone 0161 969 1199


